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IT IS MANUFACTURED IN COMPLIANCE WITH THE FOLLOWING 
PRODUCT DIRECTIVES: 2014/35/EU LVD, 2014/30/EU EMC.

For the Thermobox Cold, the following directives also apply: 
2006/42/EC, 2014/29/EU according to §8.

ADDITIONALLY, IT COMPLIES WITH THE FOLLOWING  
HARMONIZED STANDARDS:
EN ISO 12100:2010 - Machine safety - General design principles - 
Risk assessment and risk reduction.
EN ISO 14121-2:2012 - Risk assessment.
EN 60204-1:2006 - Machine safety - Electrical equipment of ma-
chines - Part 1: General requirements.

FURTHERMORE, IT COMPLIES WITH THE FOLLOWING NATIONAL 
STANDARDS AND SPECIFICATIONS.
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THE MANUFACTURER:

Standardbox AB
Filarevägen 1
29437 Sölvesborg

DUNIFORM:

Duni AB
Hallenborgs gata 1A
201 22 Malmö

SCAN FOR MORE INFO
OR TO BOOK A SERVICE

DUNIFORMSERVICE.COM

Location: Sölvesborg, Date: 2025-02-22

	
Anders Pettersson, CEO 

AUTHORIZED FOR DOCUMENTATION COMPILATION WITHIN THE EU:
Henrik Haraldsson	
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*NOTE – When the unit is turned off via the display, the fan will continue 
to run. To stop the fan completely, the power cord must be unplugged.

Insert the electric plug in a socket.

The cooling unit will immediately start cooling 
the box to 3°C (factory value). You can see the 
current temperature directly on the display. 

When the temperature reaches 3°C, the cooling 
unit stops and then starts again when the 
temperature has risen to 5°C.

Wait at least 25 minutes to ensure that there is 
an even temperature throughout the box.
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Insert the electric plug in a socket.

The heating element will immediately start 
heating the box to 80°C (default setting). 
The fan runs continuously. You can see the 
current temperature directly on the display. 

Wait at least 15 minutes to ensure that there 
is an even temperature throughout the box.
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LOADING FOOD IN THE 
THERMOBOX

Load the canteens starting 
from the top. 

Food must be well heated  
before it is placed in the box.

UNLOADING FOOD FROM 
THE THERMOBOX

Unload the canteens  
starting from the bottom.

LOADING FOOD IN THE 
THERMOBOX

Load the canteens starting 
from the bottom. 

Food must be well cooled  
before it is placed in the box.

UNLOADING FOOD FROM 
THE THERMOBOX

Unload the canteens  
starting from the top.

THERMOBOX HOTTHERMOBOX COLD



easyset
mute

Current temperature  
in the transport box

On/Off and
Arrow up

Set

Arrow down 

When this symbol is  
displayed, the product is  
being heated or cooled

SETTINGS If necessary, the temperature of the box can be  
adjusted. This is done through the display on the front.

MAINTENANCE
Observe the instructions below  
to minimise servicing and repairs:

•	 Never pull the cord when  
disconnecting, pull the plug.

•	 Regularly check door hinges, 
door seals, wheels and brakes.

CLEANING
Cleaning the transport box is very easy  
due to the pressed stainless steel guides.  
Please observe the following:

•	 Never use a high-pressure cleaner  
for cleaning.

•	 Use only mild detergent (pH 6-8).

•	 Use only a plastic scraper for cleaning  
inside the box.

THERMOBOX QUICK START GUIDE

CHANGE TEMPERATURE (SET VALUE)

Hold down the “Set” button.

The set value will now flash in the display.  
Use the up/down arrow to adjust the 
value.

Confirm the setting by quickly pressing  
 the “Set” button again.

1

2

3


